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OUTLINE DRAWING 3 IN MILLIMETERS

B

B Broadband Frequency:5. 8GHz~8. 5GHz

B Output Power :+32dBm @7GHz

B Small Signal Gain :+28dB(typ.) @7GHz
B Low Cost B RoHS Compliance
SPECIFICATIONS

Frequency Range :5.8GHz ~ 8.5GHz

Small Signal Gain : +28dB (typ.) @7GHz
: +26dB (min.)

Gain Flatness : =2dB (max.)

Output Power@1dB Comp
Output I.C.P : +41dBm (typ.) @7GHz
Noise Figure : 8dB (max.)

Note. : Noise Figure is DeS|gn Value Guaranteed.

: +32dBm (min.) @7GHz

Impedance : 50Q
10 10 Input Return Loss : 10dB (typ.)
D o MSTT]N Output return Loss : 12dB (typ.)
A DC Supply Input : +6V 0.2V
®1® : : PR : 1800mA (max.)
O - — O Maximum RF In - #12dBm
S — " Operating Te —20°C to +60°C
EELZ ® a (@Base PI
=% z ) | H—] 10 Storage : —20°C to +80°C
55 2 i | = : SMA-Female
¢ 4) Fl5—1 (0] : 80g (typ.)
@ D v
HN—-e-— q
3 gg 10.9
21 } ,
@3 0-0S l—l No Option
| | 0=Module
1=With Heat Sink
TYPICAL PERFORMANCE (Temp g
Small Signal Gain & Gain Flatness . .
5 Input & Output Return Loss 0 ise Figure SCHEMATIC
| 60°C
40 9 +25°C
@ 30 _ZOC RFIN
w 20 7
(%] L—
S0 —
c
14 P L-" 2
= 0k=H N S 3
© — L
O -30 |—————Gain 2
40 :.-_-(IJEEEEtREE::?nLE:; ! Noise Figure is Design Value Guaranteed,|
55 6 65 71 15 8 85 9 55 6 65 7 75 85 9
Frequency (GHz) Frequency (GHz)
Output Power 1dB & 3dB Comp. Pulse i . .
46 Output 3rd Order Intercept Point Characteristics  povios30dbn | tro. e " Input vs Output Linerarity o500
—— ——15.8GHz Power
44 —— 7GHz Power 2400 __
——— 8. 5GHz Power <
42 I p——— 7005 “ = ==T 1 T |E
0 — 5 00 E
E - 10 1800 £
— 36 3 -1 = 1600 >
2 u =r== o TFST = o
S [=- - --==4 325 e T
32 5 1200
o
30 — - —iPs 71000
28 i s 2 22 Gurrene Haoo
P1dB TSI = ==8.5GHz Current 1
55 6 65 7 15 8 85 9 5

Frequency (GHz)

R&K reserves the right to make changes in the specifications of or discontinue products at any time
without notice. R&K products shall not be used for or in connection with equipment that requires an

Further, the export of R&K products from Japan may be subject to an export license by the government
of Japan, based on Japan's "Foreign Exchange and Foreign Trade Law".

extremely high level of reliability and safety such as aerospace uses or medical life support equipment.
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Fax : +81-545-31-1600 URL: http://rk-microwave.com
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Bl Revision history

Version

Detailed contents of the change.
Number

Date

2008/11/25 1.0 First edition issued.

2022/01/19 2.0 Outline drawing change.

Specifications change.

- Broadband Frequency : 5. 9GHz~8.5GHz = 5. 8GHz~8. 5GHz

- Small Signal Gain : 4+27dB (typ.) @7.2GHz = +28dB (typ.) @7GHz
: +25dB (min.) = 426dB (min.)

- Qutput Power : +32dBm (min.) @7.2GHz = +32dBm (min.) @7GHz

- Qutput I.C.P. : +45dBm (typ.) = +41dBm (typ.) @7GHz

- Noise Figure : 10dB (max.) = 8dB (max.)

- Input VSWR :1.5:1.0 (typ.) = Input rn Loss : 10dB (typ.)

— Output VSWR :1.5:1.0 (typ.) = OQut
- DC Supply Input . +6V +=0.2V / 1650mA (
- Weight : 85g (typ.) = 80g (p.)

NG

Loss : 12dB (typ.)
.2V / 1800mA (max.)
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